
VSOP-SS
Guide profile according VDI 3357, steel with solid lubricant

Product discription:
Guide profile according VDI 3357, steel with solid lubricant

Article properties:

Sliding speed v 15 m/min

Base Material Steel with solid lubricant

Self-lubricating Yes

Lubricant Graphite

Surface Pressure P 30 N/mm²

P*v-value 80 N/mm² x m/min

Operating temperature -50°C / +150°C

Variants:
Articlenumber Article name Width W Length L Height H l1 l2 l3 l4 d (DIN EN 20273)

26020551 VSOP-SS 35-160-10 35 160 10 45 - 20 10 2xM10

26020552 VSOP-SS 35-200-10 35 200 10 45 - 20 10 2xM10

26020553 VSOP-SS 35-250-10 35 250 10 45 - 20 10 3xM10

26020555 VSOP-SS 45-160-15 45 160 15 45 - 30 15 2xM12

26020556 VSOP-SS 45-200-15 45 200 15 45 - 30 15 2xM12

26020557 VSOP-SS 45-250-15 45 250 15 45 - 30 15 3xM12

26020561 VSOP-SS 55-160-15 55 160 15 45 - 35 20 2xM16

26020562 VSOP-SS 55-200-15 55 200 15 45 - 35 20 2xM16

26020563 VSOP-SS 55-250-15 55 250 15 45 - 35 20 3xM16

26020571 VSOP-SS 75-160-25 75 160 25 45 - 40 25 2xM16

26020572 VSOP-SS 75-200-25 75 200 25 45 - 40 25 2xM16

26020573 VSOP-SS 75-250-25 75 250 25 45 - 40 25 3xM16

26020581 VSOP-SS 100-160-25 100 160 25 45 - 60 30 2xM16

26020582 VSOP-SS 100-200-25 100 200 25 45 - 60 30 2xM16

26020583 VSOP-SS 100-250-25 100 250 25 45 - 60 30 3xM16

26020584 VSOP-SS 100-400-25 100 400 25 45 125 60 30 5xM16

26020591 VSOP-SS 100-160-30 100 160 30 45 - 60 30 2xM20

26020592 VSOP-SS 100-200-30 100 200 30 45 - 60 30 2xM20

26020593 VSOP-SS 100-250-30 100 250 30 45 - 60 30 3xM20

26020594 VSOP-SS 100-400-30 100 400 30 45 125 60 30 5xM20


